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Product parameters

Comfort: designed according to ergonomic, fit the contours of the face, feel better;
Environmental sponge eye ring, more comfortable, less ambient light;
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[ Adjustable fillet: settled three-pointfillet can reduce the pressure of long-time wear to the head. |
i Myopia below 400°no need to wear glasses; i
| 1
! Dimension(mm): 148x176x102 !
! Screen size: 4.3 |
! Screen resolution: 480x272 I
[ Language choice: multilinguals can be choosed in osd menu(English, French, Italian and so on). I
i Intensity control, contrast control i
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Working temperature:  -20C-80C
Ultra-lightweight design: 256g(battery notincluded)
Battery weight: 249

Power voltage: 800mah 7.4V standard configuration(2S smart lipo battery, with power display function,
supports USB 5V charging)

5.8G 3dB

400mA

built-in 40CH 5.8GHz A/V automatic search receiver.

Antenna:
Power dissipation:
Frequency channel:
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Designed according to ergonomic

Customized eyeglass
Myopia below 400°
needn't to wear glasses

fillet can reduce the

pressure of long-
time wear to the
head.

Built-in 40CH 5.8GHz A/V
automatic search receiver.

High oftness, ventilate
and environmental
sponge fit the contours
of the face, more
comfortable, less
ambient light.
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Small size, light weight

2569 (batteries and antenna notincluded)
Screensize: 4.3
Screenresolution: 480x272

Two groups of standard
800mAH 7.4V (2S) Lipo
battery, with power display
function, supports USB 5V

charging, long life.
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* Description of OSD display

Language choice:
multilinguals can be
choosed in osd
menu(English, French,
[talian and so on).

Battery
voltage

Image transmission
frequency

N: Camera system
("P" or "N")

Locked
status light

Flying time

Battery
temperature

Low voltage alarm
(voltage value
is adjustable)
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Flight course
suppose unlocked
pointis 0°
"Left" displays "L"
"Right" displays "R"

Aircraft speed

menu
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Frequency
search key

Location mark
Display "G" or "GPS"
"G" means unlocated

GPS quantity
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Flight height

suppose unlocked pointis Om

GPS must be positioned
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Frequency and channel frequency table

FRCH CH1  CH2 | CH3 | CH4 | CH5 | CH6 | CH7 | CHS8
A | 5865 5845 5825 5805 5785 5765 5745 5725
B | 5733 5752 | 5771 | 5790 5809 | 5828 5847 5866
C | 5705 5685 | 5665 5645 | 5885 | 5905 5925 5945
D | 5740 5760 | 5780 | 5800 | 5820 | 5840 5860 5880
E | 5658 5695 5732 5769 | 5806 | 5843 | 5880 5917

Configuration list

1 x Eachine VR-007
video glasses

2x7.4V
800mah battery

1 x Operating manual
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